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The purpose of under-control operation was performance check, getting data on the quality and reliability of the connection (choke) ШДФ-9М.

Two chokes were used for the tests, they had mean diameters of the sealing ring:

	Designation
	Sealing ring mean diameter, D mm

	ШДФ-9.002.000
	90.0

	ШДФ-9.005.000
	107.9


The ShDF-9M choke is designed to control the rate of flow during oil production and it provides a stepless (gentle) setting of the following modes of operation of the well:

· the setting of the well working mode without stoppage of the liquid supply into the line of the electric submersible pump unit;

· the setting of the required operational mode of the well;

· carrying out measurements to determine gas content in the well liquid (determining gas factor);

· setting the necessary rate of flow (by the pressure differential) during the high pressure process in the maintenance of injection pressure system.

ШДФ-9М (ShDF-9M) UNIT INSTALLATION
The chokes were installed in the wellhead equipment behind the wing valve. Before the choke  installation on pipeline of wellhead connection the following parameters were checked:

· the drive spindle rotation smoothness and the condition of the holes (not clogged, clean) in the choke plug through the body window;

· the correspondence of the choke hole to the digital value of the hole diameter indicated on the limb. 
There are no notes in the process of mounting.

Conditions of Operation:

	A Actuating medium
	Oil

	Working pressure, lb/ft2
	3000


There are no noticing in the process of operation.

CONCLUSION

In the process of operation the inspected choke worked in the mode with set parameters. The test results prove the correspondence of the ШДФ-9М (ShDF-9M) choke to the requirements of JSC «Nizhnevartonskoe Oil-Producing Enterprise»  to the discrete chokes regulated by ШДР-9М (ShDR-9M), that proves its similarity to the latter. The parameters of the choke operation are within the range of technical characteristics provided by the Producer’s certificates and the methods of field tests. During the period of operation the connection showed operation reliability, the parametric indicators of it correspondence to the certificate data. 
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